
STYLE 803 TEFLON   EXPANSION JOINTS

Info    Mercer-Rubber.com



DWG No.

R

@



CHKD DATEDWN

Tel 631-582-1524
FAX 631-348-0279

Hauppauge, NY 11788
350 Rabro Drive

DWG. NO.

CUSTOMER P.O.
MERCER NO.

CUSTOMER
JOB NAME

DATE:





THREE CONVOLUTION

CORROSIVE RESISTANT

TEFLON    BODY

REINFORCING RING
STAINLESS STEEL

GENUINE DUPONT
R

CONTROL ROD & NUTS
- ZINC ELECTROPLATED STEEL

PAINTED CARBON STEEL FLANGES

TEFLON
NYLON

GROMMETS

X

T

OVERALL

DIAMETER
FLANGE

(D)

TAPPED
HOLE

QUANTITY SIZE
(in)

(in)

TO FACE
FACE

F.F.
"D"
(in)

(in)

FLANGE
OD

(in)

BOLT
DIA.

CIRCLE TAPPED

NO.

HOLES (in)

AXIAL
COMP.

(in)

LATERAL
DEF.

(lb/in)

SPRING
RATE

WEIGHT
(lbs)

(PSIG)

RATING
PRESSURE

@ 70°F
HOLE SIZE -

TAPPED

THREADS
AXIAL
EXT.
X (in)

DEF.
ANGULAR

(degrees)

1
1 1/2

2
2 1/2

3
4
5
6
8

10
12

43 7/8
44 3/4
45 1/2
46
87 1/2
88 1/2
89 1/2
811 3/4
1214 1/4
1217

6 4 1/4 150
150
150
150
150
150
150
150
150
150
150

56 3/4
68 1/8
79 3/8

7 1/210
911 1/8

1013
1114

13 1/216 1/4
1619
1922 1/2

4 1/2  - 133 1/83 1/4
3 1/4
3 1/4
3 1/4
   4
   4

4 1/2
6

1/2 1/4
1/41/2
3/81/2
3/83/4
1/23/4

1
1
1

1 1/8
1 1/8
1 1/8

1/2
1/2
5/8
5/8
5/8
5/8 95

64

28

47
30

12
18

7
11

3
4

362

230
202

287
314

259

174

120
147

93
65

10

20
18
15
12

25
25
30
25
30
45

NOTES:

OF

1/2  - 13
5/8  - 11
5/8  - 11
5/8  - 11
5/8  - 11
3/4  - 10
3/4  - 10
3/4  - 10
7/8  -  9
7/8  -  9

FLANGE
STEEL

T (in)
THICKNESS

3/8
3/8
1/2
1/2
1/2
5/8
5/8
5/8
3/4
1
1

PER INCH

1/2
1/2
1/2
3/4
3/4
1
1
1

1 1/8
1 1/8
1 1/8

*

*
*

* THIS IS NOT A STOCK ITEM



STYLE 803 TEFLON   EXPANSION JOINTS

Info    Mercer-Rubber.com



DWG No.
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CHKD DATEDWN

Tel 631-582-1524
FAX 631-348-0279

Hauppauge, NY 11788
350 Rabro Drive

DWG. NO.

CUSTOMER P.O.
MERCER NO.

CUSTOMER
JOB NAME

DATE:





THREE CONVOLUTION

CORROSIVE RESISTANT

TEFLON    BODY

REINFORCING RING
STAINLESS STEEL

GENUINE DUPONT
R

CONTROL ROD & NUTS
- 316 STAINLESS STEEL

STAINLESS STEEL FLANGES

TEFLON
NYLON

GROMMETS

X

T

OVERALL

DIAMETER
FLANGE

(D)

TAPPED
HOLE

QUANTITY SIZE
(in)

(in)

TO FACE
FACE

F.F.
"D"
(in)

(in)

FLANGE
OD

(in)

BOLT
DIA.

CIRCLE TAPPED

NO.

HOLES (in)

AXIAL
COMP.

(in)

LATERAL
DEF.

(lb/in)

SPRING
RATE

WEIGHT
(lbs)

(PSIG)

RATING
PRESSURE

@ 70°F
HOLE SIZE -

TAPPED

THREADS
AXIAL
EXT.
X (in)

DEF.
ANGULAR

(degrees)

1 *
1 1/2

2
2 1/2

3
4
5 *
6 *
8 *

10 *
12 *

43 7/8
44 3/4
45 1/2
46
87 1/2
88 1/2
89 1/2
811 3/4
1214 1/4
1217

6 4 1/4 150
150
150
150
150
150
150
150
150
150
150

56 3/4
68 1/8
79 3/8

7 1/210
911 1/8

1013
1114

13 1/216 1/4
1619
1922 1/2

4 1/2  - 133 1/8
3 1/4
3 1/4
3 1/4

4
4

1/2 1/4
1/41/2
3/81/2
3/83/4
1/23/4

1
1
1

1 1/8
1 1/8
1 1/8

1/2
1/2
5/8
5/8
5/8
5/8 95

64

28

47
30

12
18

7
11

3
4

362

230
202

287
314

259

174

120
147

93
65

10

20
18
15
12

25
25
30
25
30
45

NOTES:

OF

1/2  - 13
5/8  - 11
5/8  - 11
5/8  - 11
5/8  - 11
3/4  - 10
3/4  - 10
3/4  - 10
7/8  -  9
7/8  -  9

FLANGE
STEEL

T (in)
THICKNESS

3/8
3/8
1/2
1/2
1/2
5/8
5/8
5/8
3/4
1
1

PER INCH

1/2
1/2
1/2
3/4
3/4
1
1
1

1 1/8
1 1/8
1 1/8

* THIS IS NOT A STOCK ITEM
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